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PD7060

 

 

Firmware Update Instructions

Version MPR3-DPP06b-MD04

December 18, 2007
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MPR3_DPP06b_MD04 (12/19/07) 
HDMI register change (HDCP compatibility improvement) 
High altitude fan speed setting added to Service Menu

MPR3_DPP05_MD04 (4/13/07) 
Added Deinterlacer function in Display menu 
Added Video level function in Display menu 
Changed sharpness setting default to “0” for DVI source with 720p 
Corrected memory recall, which wasn’t recalling properly for some functions 
Increased switching speed for source changes 
Removed buffering of source select key presses 
Locked white peaking value at “10” 
Changed brightness default to “75” and contrast default to “47” for HDMI input 
Disabled tint and saturation for DVI & HDMI sources 
Fixed color space control for DVI source 
Corrected Auto Source not locking on HDMI source

MPR3_DPP04_MD04 (1/5/2007) 
Modified Source Enable menu to reduce problems associated with false detection of SCART signals. 
Auto color space has been changed from REC709 to REC601 for 480i, 480p, 576i, 576p. 
Added additional range to the DVI contrast control. 
Fixed REC601 spelling error in the menu. 
Corrected Letterbox aspect ratio. 
Enabled phase adjustment for component video sources. 
Removed the “No Source Found” message since this indicates that the projector has stopped searching 
even though it has not. 
Fixed issue where DVI would not lock when Auto-source enabled. 
Fixed issue where HDMI and DVI brightness would change when the color space was changed. 
Fixed automatic detection of color space with HDMI sources. 
Modified test pattern mode so that overscan, aspect ratio, video type, and source selection are disabled. 
Fixed issue where factory reset would only reset the settings for the current source. 
Changed test pattern resolution to the full DMD size of 1280x768
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Equipment Needed

PC – either laptop or desktop running Windows XP-SP2 or higher. USB type A to type B 
cable (pictured)

Do not have the USB Cable or the Power Cable connected to the projector, this will be done later 
in the firmware installation.

STEP 1 Locate the PD7060 Firmware folder on your desktop.

 

STEP 2 Open the folder, Click into the PD7060 Flash Tool Folder, and then (Double Click) 
Projector Flash Tool.msi
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Step 3

Step 4

Click Next

Click Next
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Step 5

Step 6

Click Install

Click Finish
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Step 7

Note: The USB driver (INF) update may take a 
fewminutes depending your computer’s 
performance,and number of driver files.

Step 8

INF update complete.
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Step 9

Connect the Power Cable and then the 
USB Cable

Step 10

Using the buttons on the projector. Press and 
hold 

down the <Enter + Power> buttons at the same 
time for 3-4 seconds to enter Projector Control 

Mode. When in Control Mode, Found New 
Hardware Wizard will open.
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Step 11

Depending on your computer, you might have to 
repeat this step 2 or 3 times. Next,Next,Finish
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Step 12

Click On Check

Step 13

When "Switching to Flashtool Mode" Shows the 
(Found New Hardware Wizard) will open.
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Step 14

Depending on your computer, you might have to 
repeat this step 2 or 3 times. Next,Next,Finish
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Step 15 Click On Close

The projector will exit Flash mode, and the lamp 
might turn on. Turn the projector off (press the 
power button to turn off, and continue with the 

instructions.

Step 16

Double Click "Launch Flashtool.exe"
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Step 17

Using the buttons on the projector. Press and 
hold 

down the <Enter + Power> buttons at the same 
timefor 3-4 seconds.

Step 18

Click On "Choose" Select the 
PD7060_MPR3_DPP06b.img file. And then 

"Start" --Click OK,OK--
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Step 19

After the firmware is loaded and the Checksum 
is complete, the projector will power on. 

Press the Menu button. Highlight “Service” on 
the menu. 

Verify for the PD7060, the software version is 
MPR3-DPP06b-MD04. 

This means the firmware update is successful. 
Turn off the projector (press the power button 

to turn the lamp off). 
Close the Projector Flashtool on your computer. 

Unplug the USB Cable. 
The next time the projector is turned on, it will 

execute the new firmware.
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