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PLANAR SYSTEMS, INC.
1195 NW COMPTON DRIVE
BEAVERTON, OR 97006 USA

CLARITY MATRIX MX/LX46HDU-P
PRODUCT OUTLINE

TITLE

SIZE

D
PART NO.

-
DRAWING NO.

UX2 46P Outline-
REV

B
SCALE

1:5 DO NOT SCALE
SHEET

1 OF 7

050-0218-00 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

2.  PANEL TEMPERATURES CAN INCREASE 3-5°C WITH EACH VERTICALLY
     STACKED UNIT.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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PLANAR SYSTEMS, INC.
1195 NW COMPTON DRIVE
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CLARITY MATRIX MX/LX46HDU-P
MOUNT BRACKET LAYOUT

TITLE

SIZE

D
PART NO.

-
DRAWING NO.

UX2 46P Outline-
REV

B
SCALE

1:5 DO NOT SCALE
SHEET

2 OF 7

050-0218-00 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

5.  

4.  IT IS RECOMMENDED THAT FOR FLUSH MOUNT WALLS, A MINIMUM
     OF 13mm (0.5") GAP BE LEFT AT THE SIDES AND A MINIMUM OF 25mm
     (1.0") GAP BE LEFT AT THE BOTTOM.  SEE PAGE ONE FOR TOP GAP
     RECOMMENDATIONS.

3.   IT IS RECOMMENDED THAT A MINIMUM OF 5 FEET OF CABLE IS
           AVAILABLE FOR PANELS NEXT TO THE CONDUIT OPENING.  MORE
           WILL BE NEEDED FOR PANELS FARTHER AWAY.

2.  ENSURE THE LCD MOUNTS ARE MOUNTED FLAT, LEVEL AND PLUMB.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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CLARITY MATRIX MX/LX46HDU-P
3X2 MOUNT BRACKET LAYOUT
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D
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B
SCALE
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THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

4.  IT IS RECOMMENDED THAT FOR FLUSH MOUNT WALLS, A MINIMUM
     OF 13mm (0.5") GAP BE LEFT AT THE SIDES AND A MINIMUM OF 25mm
     (1.0") GAP BE LEFT AT THE BOTTOM.  SEE PAGE ONE FOR TOP GAP
     RECOMMENDATIONS.

3.   IT IS RECOMMENDED THAT A MINIMUM OF 5 FEET OF CABLE IS
           AVAILABLE FOR PANELS NEXT TO THE CONDUIT OPENING.  MORE
           WILL BE NEEDED FOR PANELS FARTHER AWAY.

2.  ENSURE THE LCD MOUNTS ARE MOUNTED FLAT, LEVEL AND PLUMB.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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CLARITY MATRIX MX/LX46HDU-P
3X3 MOUNT BRACKET LAYOUT
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THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

4.  IT IS RECOMMENDED THAT FOR FLUSH MOUNT WALLS, A MINIMUM
     OF 13mm (0.5") GAP BE LEFT AT THE SIDES AND A MINIMUM OF 25mm
     (1.0") GAP BE LEFT AT THE BOTTOM.  SEE PAGE ONE FOR TOP GAP
     RECOMMENDATIONS.

3.   IT IS RECOMMENDED THAT A MINIMUM OF 5 FEET OF CABLE IS
           AVAILABLE FOR PANELS NEXT TO THE CONDUIT OPENING.  MORE
           WILL BE NEEDED FOR PANELS FARTHER AWAY.

2.  ENSURE THE LCD MOUNTS ARE MOUNTED FLAT, LEVEL AND PLUMB.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.



 
20.252
514.40  

 
22.789
578.85  

 
40.326
1024.27  

 
1.235
31.37  

.015
0.38

NOMINAL

.015
0.38 

NOMINAL

 
80.63
2047.9  

 
45.56
1157.1  

 
34.411
874.04   

28.583
726.00  

 
.959
24.36  

 3
15.7
400

 3
22.2
565  3

1.1
27

 3
8.3
211

2

HORIZONTAL ALIGNMENT
BRACKETS.  USE M5X8
BUTTON HEAD SCREWS

VERTICAL ALIGNMENT
BRACKETS.  USE M5X8
BUTTON HEAD SCREWS

MOUNT HOLES FOR
#1/4-20 OR M6 BOLTS
AND WASHERS

DISPLAY OUTLINE

CENTERING NOTCHKICKSTAND FOR
SERVICE MODE

CABLE ROUTE
FEATURES

SERVICE MODE
HANGER TABS

3 RECOMMENDED LOCATION
FOR CABLE INGRESS BETWEEN

PANEL COLUMNS

12345678

12345678

AA

BB

CC

DD

THIS DRAWING CONTAINS INFORMATION PROPRIETARY TO PLANAR SYSTEMS, INC., ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF PLANAR SYSTEMS
IS PROHIBITED. THIS DRAWING IS SUPPLIED FOR INFORMATION, IDENTIFICATION, ENGINEERING, EVALUATION, AND/OR INSPECTION PURPOSES ONLY AND MAY NOT BE USED AS BASIS
FOR THE MANUFACTURING OF PRODUCTS OR THE FURNISHING OF SERVICES TO PLANAR SYSTEMS OR TO ANY THIRD PARTY UNLESS AUTHORIZED IN WRITING BY PLANAR SYSTEMS.

TOLERANCES:

ENGR BY

DRAWN BY

CHECKED BY

USED ON

MATERIAL

FINISH

EJS

EJS

 
 

04AUG14

04AUG14
PLANAR SYSTEMS, INC.
1195 NW COMPTON DRIVE
BEAVERTON, OR 97006 USA

CLARITY MATRIX MX/LX46HDU-P
ERO MOUNT BRACKET LAYOUT

TITLE

SIZE

D
PART NO.

-
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050-0218-00 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

5.

4.  IT IS RECOMMENDED THAT FOR FLUSH MOUNT WALLS, A MINIMUM
     OF 13mm (0.5") GAP BE LEFT AT THE SIDES AND A MINIMUM OF 25mm
     (1.0") GAP BE LEFT AT THE BOTTOM.  SEE PAGE ONE FOR TOP GAP
     RECOMMENDATIONS.

3.   IT IS RECOMMENDED THAT A MINIMUM OF 5 FEET OF CABLE IS
           AVAILABLE FOR PANELS NEXT TO THE CONDUIT OPENING.  MORE
           WILL BE NEEDED FOR PANELS FARTHER AWAY.

2.  ENSURE THE LCD MOUNTS ARE MOUNTED FLAT, LEVEL AND PLUMB.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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CLARITY MATRIX MX/LX46HDU-P
TRIM INSTALL OPTIONS
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THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

2.  TOP, BOTTOM, LEFT AND RIGHT TRIM ARE 2mm THICK.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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CLARITY MATRIX MX/LX46HDU-P
COLUMN STAND
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THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

4.  TIE BACKS REQUIRED FOR WALLS EXCEEDING 7 FEET TALL AT THE
     TOP AND MINIMUM EVERY 7 FEET BEYOND.

3.  STANDARD MAXIMUM THREE HEIGHT STACK.  CONTACT PLANAR FOR
    CUSTOM OPTIONS FOR ADDITIONAL ROWS.

2.  ADDITIONAL CUSTOM ACCESSORIES.  CONTACT PLANAR SYSTEMS.
CASTERS
FLOOR ANCHORING WITHOUT FEET
CUSTOM LENGTHS

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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