
Planar HRO-1.9
Outdoor LED Video Wall Display

Planar® HRO-1.9 is a high resolution outdoor LED

video wall display built for close up daylight viewing. It

features a 16:9 aspect ratio and 1.9 millimeter pixel

pitch making it ideal for outdoor media viewing.

SPECIFICATION DETAIL

Planar Model HRO-1.9

Pixel Pitch 1.875mm

Cabinet Resolution 256 x 144

Cabinet Size (W x H x D) 480 x 270 x 55mm | 18.9 x 10.63 x 2.17in

Cabinet Diagonal 550.7mm | 21.7in

Cabinet Area 0.13m<sup>2</sup> | 1.40ft<sup>2</sup>

Modules/Cabinet (W x H) 2x1

Module Size 240x270mm | 9.45x10.63in

Power Consumption,
Maximum (watts)

88/Cabinet | 680/m<sup>2</sup>

Line Voltage 100-240V AC, 50/60Hz

Cabinet Weight (per
display)

4.92kg | 10.86lbs

Cabinet Weight (per m²) 38kg | 83.8lbs

Brightness >3,500

Contrast Ratio 7000:1

LED Refresh Rate 3840Hz

Frame Rate 50, 60Hz

Color Temperature,
Adjustable (k)

6,500 - 10000

Viewing Angle, Horizontal 160°

Viewing Angle, Vertical 160°

Service Access Front, Rear

Environment Outdoor
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Operating
Temperature/Humidity
(degrees F/C, relative
humidity)

-20° to 45° C | -4° to 113° F, 10-80%

Storage
Temperature/Humidity
(degrees F/C, relative
humidity)

-20° to 60° C |  -4° to 140° F, 10-85%

LED Lifetime: Typical 100,000

For more information, please visit www.planar.com
Specifications are subject to change without notice.

Specification Report Date: 8/9/2021

© Copyright 2021 Planar Systems, Inc. All rights reserved
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