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050-0218-00 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

2.  ATTACH PANEL CABLES TO ELECTRONICS BEFORE FULLY INSTALLING
     PANEL.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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MOSAIC AD46 MOUNT BRACKET
LAYOUT STANDARD 2mm SPACING
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050-0218-00 REV B

THIRD ANGLE PROJECTION

DIMENSIONING AND TOLERANCING PER
ASME Y14.5M-1994

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS [INCHES].

=  ±1°

XX=  ±.25

.X=  ±.5

X=  ±1

8.  AT A MINIMUM MOUNT TO STRUCTURE NEAR CORNERS.

7.  DISPLAY PORT IN COMES FROM THE SOURCE OR OUTPUT OF
     PREVIOUS PANEL IN ARRAY.  48V IN COMES FROM THE POWER
     SUPPLY OR OUTPUT OF PREVIOUS PANEL IN ARRAY.

6.  ROUTE WALL CABLES (POWER AND DISPLAY PORT) AFTER ALL
     MOUNTS ARE INSTALLED.

5.  PANEL MOUNTS CAN BE ROTATED CLOCKWISE 90° AND
     COUNTERCLOCKWISE 90°.

4.  USE SPACER BRACKETS TO SPACE OFF UNEVEN WALLS (PROVIDED).

3.  ALIGNMENT BRACKETS ARE AVAILABLE FOR THE SPACING SHOWN.
     (OPTIONAL)

2.  FOR BEST RESULTS, BE SURE PANEL MOUNTS ARE MOUNTED FLAT TO
     SURFACE.

1.  SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

NOTES: UNLESS OTHERWISE SPECIFIED.
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