Planar PT1701MU 17” 3M® Capacitive Touch Screen Monitors 

	Planar – Manufacturer Part Number
	Shipping

Weight
	Product Description:
	Product description (shortened)
	UPC Code
	Model Number

	997-2959-00
	20.8  lbs.
	PT1701MU-BK 17” Black 3M® Capacitive touch screen LCD with USB touch screen driver
	PT1701MU-BK 17” Black 3M® Capacitve touch screen LCD
	8 10689 02959 5
	PT1701MU-BK

	Overview: 
	Ideal for today’s retail, POS, or kiosk applications, the PT1701MU features 3M® Capacitive touch screen and USB touch screen driver for use in harsh environments which require a more rugged touch screen interface.  The PT1701MU features a bright and fast panel combined with a durable deskstand, and is compatible with mounting options using the 100mm VESA standard. The PT1701MU includes Planar’s industry leading 3-year Customer First™ warranty featuring FREE 2-Day advance replacement.  The result is an exceptional durable monitor and an excellent value.

	Overview (shortened):
	Ideal for today’s retail, POS, or kiosk applications, the PT1701MU features 3M® Capacitive touch screen and USB touch screen driver for use in harsh environments which require a more rugged touch screen interface.  The PT1701MU features a bright and fast panel combined with a durable deskstand, and is compatible with mounting options using the 100mm VESA standard.

	Product Highlights:
	· Durable, scratch-resistant 3M® Capacitive touch screen
· USB touch screen driver
· 3- Year Customer First™ Warranty featuring FREE 2-Day Advance Replacement
· Perfect for demanding retail environments
· Ultra-fast, reliable and accurate touch performance
· Compatible with mounting options that use the 100mm VESA standard
· OSD lockout feature available


Technical Specifications
	Description
	Specification

	Planar Part Number:
	997-2959-00

	Touch Screen Type:
	3M® Capacitive touch screen

	Touch Screen Interface:
	USB

	Brightness w/ Touch Screen (Typ):
	275 cd/m2

	Brightness w/o Touch Screen  (Typ):
	300 cd/m2

	Compatibility:
	Windows® Vista, XP, 2000, 98, Server 2003, XP Embedded

	Transmissivity:
	91.5% (+ 1.5%)

	Contrast Ratio (Typical):
	500:1

	Response Time (Typical):
	8 ms (6 ms rise, 2 ms fall)

	Viewing Angle (Specified at CR>5:1):
	160º H, V

	Pixel Pitch:
	.264 mm

	Refresh Rate:
	56-75 Hz

	Input Options:
	Analog

	Power Supply:
	External

	Power Requirements:
	100-240 VAC, 50/60 Hz

	Power Consumption (Standby):
	40 W (3 W)

	External Connections:
	DC power-in barrel connector 

D-sub 15 pin

Type B socket USB

1/8 inch audio jack

	Audio – Built-in Speakers:
	Integrated stereo speakers, 1 W/ch

	Features:
	Anti-glare coating, Multi-language display, On screen display (OSD), Kensington® Security Slot 

	Tilt Range
	-5º to +30º

	Display Active Area: WxH
	17" diagonal

	Native Resolution:
	1280 x 1024

	Dimensions w/stand (W X H X  D):
	16.3” x 16.1” x 8.3” (414 mm x 408.9 mm x 210.8 mm)

	Dimensions w/o stand (W X H X  D):
	16.3” x 14.1” x 2.5” (414 mm x358.1 mm x 63.5 mm)

	Weight (w/stand):
	14.7 lbs. (6.7 kg) (net), 20.2 lbs. (9.2 kg) (shipping)

	Weight (w/o stand)
	11.9 lbs. (5.4 kg)

	Approvals:
	UL/cUL, FCC-B, CE-B, TUV, RoHS

	Service and Support/Warranty:
	3-Year Customer First™ Warranty featuring FREE 2-Day Advance Replacement

	VESA Compatible/Location
	Built-in 100 mm VESA, back
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