1. Specifications subject to change without notice.

2. Keep perforation areas clear for ventilation.

3. Alignment bracket shown used on non-adjustable mounts.

4. Alignment hardware attached prior to panel installation. Brackets installed after two horizontal panels have been mounted. Additional panels slide into place.

5. Recommended 1.0mm gap between displays.

NOTES: UNLESS OTHERWISE SPECIFIED.
1. Specifications subject to change without notice.

NOTES: UNLESS OTHERWISE SPECIFIED.

1. TOP, BOTTOM, LEFT, AND RIGHT TRIM ARE 2mm THICK.
2. KEEP PERFORATION AREAS CLEAR FOR VENTILATION.
3. SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

THIS DRAWING CONTAINS INFORMATION PROPRIETARY TO PLANAR SYSTEMS, INC., ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF PLANAR SYSTEMS IS PROHIBITED. THIS DRAWING IS SUPPLIED FOR INFORMATION, IDENTIFICATION, ENGINEERING, EVALUATION, AND/OR INSPECTION PURPOSES ONLY AND MAY NOT BE USED AS BASIS FOR THE MANUFACTURING OF PRODUCTS OR THE FURNISHING OF SERVICES TO PLANAR SYSTEMS OR TO ANY THIRD PARTY UNLESS AUTHORIZED IN WRITING BY PLANAR SYSTEMS.